
Minisnakkysnack&food



  CARATTERISTICHE - CHARACTERISTICS

AltezzA - HeigHt 1820 mm

lArghezzA - WidtH 580 mm

Profondità - deptH 935 mm

ingombro A PortA APertA
Overall deptH WitH dOOr Open 1450 mm

Peso - WeigHt 125 kg

tensione di AlimentAzione
Supply vOltage 230 v

frequenzA di AlimentAzione
Frequency 50 hz

PotenzA AssorbitA
adSOrbed pOWer 250 w

Consumo indiCAtivo
indicative cOnSumptiOn 115 wh* stAnd-by

*temperatura ambiente - ambient temperature 20°C
*temperatura cella - refrigerated box temperature 9°C
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ISO 14001 : 2004

ISO 9001 : 2008

l271h7

n&w globAl vending sPA
via roma, 24 - valbrembo (bg)

tel. 035 606111 - fax 035 606464

www.nwglobalvending.com

is A brAnd of

  GRAndE EffICIEnzA In dIMEnSIonI 
CoMpATTE

•  Dimensioni compatte per una soluzione di vending 
completa

• Facile installazione in locazioni con spazi ridotti
•  Ottima visibilità dei prodotti vendibili grazie alla 

illuminazione a l.e.d. della cella
•  Prelievo prodotto facilitato dall’apertura vano verso 

l’esterno
• Design coordinato con Brio3 e Solista
•  Interfaccia utente e sistema di pagamento in 

comune con Brio3 e Solista, funzionamento in 
modalità slave

  EffICIEnzA

Grazie all’illuminazione con L.E.D. e al perfetto 
isolamento della cella l’efficienza energetica della 
macchina è ottima. minisnakky h.e. ha ottenuto la 
classe di consumo A secondo il protocollo evA emP 
3.0.

  ElETTRonICA

16 bit, flessibile e completa. Protocolli eXe, mdb e 
bdv.
Il funzionamento in modalità slave permette di 
avere selezioni combinate o virtuali con un unico 
sistema di pagamento dimezzando così i costi 
d’investimento e di manutenzione.

  ACCESSoRI 

• Fotocellule 
•  Modulo posteriore Brio3 attrezzato con kit 

autoalimentazione (tanica 20 litri) con apertura su 
entrambi i lati

• Kit rialzo per Snakky SL
• Kit fissaggio

  SMAll In SIzE, bIG In EffICIEnCy

•  Very compact solution to meet all refreshment 
requirements

•  Complete vending solution even for the smallest 
office locations

•  Optimum visibility of vended products thanks to 
the L.E.D. lighting of the cell

•  Outwarding opening of delivery bin for an easy 
product collection

• Design coordinated with Brio3 and Solista
•  User interface and payment system in common 

with the hot drink machine. slave connection

 EffICIEnCy

Thanks to the L.E.D. lighting and to the perfect 
insulation of the cell, Minisnakky H.E. obained the 
A energy consumption class according to the evA 
emP 3.0 protocol.

 ElECTRonICS

extremely flexible and complete 16 bit electronic 
control eXe, mdb and bdv protocols.
minisnakky h.e. can be banked alongside brio3 and 
solista using slave mode. this allows both machines 
to share a single payment system and to have 
virtual or combined selections, therefore, reducing 
investment and maintenance costs.

  ACCESSoRIES

• Vend detection system
•  Brio3 back module for water self feeding (20 litre 

tank) with opening on both sides
• Plinth kit for Snakky SL
•  Fixing kit

 lAyoUT

6 6 6 6 6 6

8 8 8

13 13 11 11 13 13

6 6 6 6 6 6

 bottiglie - bottles 36 prodotti - products

 snack - Snacks 98 prodotti-products

 lattine - cans 36 prodotti-products

I numeri nella tabella indicano la capacità prodotti
the numbers in the table indicate the product capacity


